
In order to ensure proper function of your DC to DC Converter you must first determine your main 
positive and negative terminals. Wires 1 and 3 MUST be connected across the entire battery pack and 
Wire 2 MUST be connected to your keyswitch. In 48V applications, not connecting to the entire battery 
pack will result in an uneven draw which will shorten the life of your battery pack. In 36V applications 
failure to connect the converter across the entire battery pack may result in the unit not functioning.

• DC Converter
• Pigtail Harness

• Wire strippers
• Wire crimps
• Digital Multimeter

TOOLS NEEDED PARTS LIST

30 AMP DC DONVERTER
INSTALLATION INSTRUCTIONS

GREEN: 48V/36V Switched side of key (+)

YELLOW: 48V/36V Main Positve Battery Terminal (+)

WIRE 1

WIRE 2

WIRE 3 BLACK: Ground Main Negative Battery Terminal (-)

RED: 12V Accessory Switched Output (-)
BLUE: 12V Memory Constant Output (-)

Switch key to the OFF position and engage the Parking brake.
Place TOW/RUN switch to TOW located under seat.
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STEP 2

STEP 3
Main positive of Battery Pack (14ga wire)

Main Negative of Battery Pack (12 ga wire)
*This is also the wire or Battery Post your 12V negative wire of accessories will go to.

Key Switch (switched side) (18ga wire) located in dash.

Accessory Positive hookup (12V positive wires of accessories will go here)
•Red 12 gauge wire will support 12 Volt accessories
( Red wire would run to aftermarket bus bar, Fuse Block, or a Multiwire 
Connector for accessories)

Accessories that have a memory wire will attach to this constant 12V wire. 
This wire keeps a very low voltage at all times to avoid memory loss with  
accessories such as AM/FM radio.

YELLOW WIRE:

BLACK WIRE:

GREEN WIRE:

RED WIRE:

BLUE WIRE:

Using bullet connectors, attach wires above to the corresponding wires of the converters 
pigtail harness.

When all wires are connected to the pigtail harness, plug the harness into the converter. You 
will notice a small arc inside the connectors. This is normal and means the converter is on. 

Locate a flat surface to mount the converter, preferably on a metal surface as the converter will 
get warm.

NOTE: DO NOT ATTACH PIGTAIL HARNESS TO THE CONVERTER UNTIL THE END OF THE 
INSTRUCTIONS.

Using the guide below cut the necessary wire lengths to go from the following:
(Use multimeter to ensure proper installation)

STEP 4


